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== _4.9+40.3 Specification:
s 1.5 1.Rating : DC 48V 3.5A.
e ~ @A&O-'\ — - 2. Contact resistance: <50mQ.
(_ - |7 j ¢ | S After test:<<100mQ.
H 2 3. Insulation resistance: =100MQ (500VDC).
/>/ :‘; | After test:=50MQ.
| £ | o < 4. Withstanding voltage: 500VAC.
B \® o oS 5. Insertion and extraction force: 3N~30N.
| g o 6.Life test: 5000 cycles min.
g ,o® %) g 7.0peration temperature range:—20C~70C.
H | | //\/\1\0 - @«5 8. Preservative temperature range:-40C~85C.
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| | S CIRCUIT_DIAGRAM
| | — (] : TERMINAL NO.
]
o ‘( | ? Model No. | KDCD-150-2.0 | KDCD-150-2.35 | KDCD-150-2.5
3 ‘ PIN 2.0 $2.35 925
o \
— ;i | o
|N—— © ® | Shunt terminal 1 Brass, t0.4 Tin plating
CD ‘ ro ® | Tip spring 1 Stainless steel, t0.25 Tin plating
K / QD ‘ @ Center pin terminal 1 Brass, t0.4 Tin plating
3+0.1(3x) L ! J @ | Center pin 1 Copper alloy CuSn/Nickel plating
o @ | cover 1 PF
3.540.5 g ® | Housing 1 PBT
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BOTTOM VIEW - - DC POWER JACK
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